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Overview

The challenge — design a sophisticated, ultra high-gain, highly versatile Log Periodic Antenna (LPA) with excellent linearity
while covering the broadest frequency range possible. Don’t forget to make it small, ruggedized, deployable, and cost-effective
without sacrificing performance over the entire spectrum. The answer — the all new Ultra Wideband Log Periodic Antenna
from Anritsu. This LPA has been optimized using state-of-the-art genetic algorithms and electromagnetic simulation tools. Its
gain and efficiency have been maximized to give the greatest directional sensitivity from 600 MHz to 21 GHz. The nominal
gain of the antenna is 5-8 dBi up to 12 GHz and excellent performance and superior front to back ratio to 21 GHz and beyond.
The antenna offers the finest direction finding sensor for localizing the origin of transmitting equipment. It covers the
frequencies you need to locate most often — and then some. A perfect blend of performance and quality make this unit ideal
for SIGINT and multiband communications applications. A pivoting handle and ratcheting mechanism allows for instant
polarity changes. It also includes a %-20 tripod mount on the base.

A 360 degree rotating/removable handle is integrated for
instant polarity changes allowing the operator to intercept
both horizontal and vertically polarized signals. A base-
mounted Y20 thread is installed for tripod mounting and
fixed installation.

Specifications
Electrical Mechanical
Frequency Range 600 MHz to 21 GHz Connector Precision Type-N female
Impedance 50 Ohms, nominal . Ruggedized ABS
Housing Black, non-glare finish
Antenna Gain Approximately 5-8 dBi to 12 GHz ’
Approximately 0-6 dBi to 21 GHz Length: 31.24 cm (12.30”)
. Width: 21.25 cm (8.37”)
VSWR <2:1, average Dimensions Depth: 1.47 cm (0.53” blade)
Maximum Continuous 10 Watts 3.32 cm (1.31” handle)
Power Weight: 05 kg (.11 Ib.)
Average Beamwidth E E||ane;. 3(2)50 Polarity Pivoting Handle, 90° E & H Field
ane: Mounting Standard ¥4-20 thread
Environmental -35° C to +85°C
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Anritsu Corporation

5-1-1 Onna, Atsugi-shi, Kanagawa, 243-8555 Japan
Phone: +81-46-223-1111

Fax: +81-46-296-1264

* U.S.A.

Anritsu Company

1155 East Collins Boulevard, Suite 100,
Richardson, Texas 75081 U.S.A.

Toll Free: 1-800-ANRITSU (267-4878)
Phone: +1-972-644-1777

Fax: +1-972-671-1877

* Canada

Anritsu Electronics Ltd.

700 Silver Seven Road, Suite 120, Kanata,
Ontario K2V 1C3, Canada

Phone: +1-613-591-2003

Fax: +1-613-591-1006

* Brazil

Anritsu Electrénica Ltda.

Praca Amadeu Amaral, 27-1 Andar
01327-010 - Paraiso, Sao Paulo, Brazil
Phone: +55-11-3283-2511

Fax: +55-11-3886940

* Mexico

Anritsu Company, S.A. de C.V.
Av. Ejército Nacional No. 579 Piso 9, Col. Granada
11520 México, D.F., México

Phone: +52-55-1101-2370

Fax: +52-55-5254-3147

* UK.

Anritsu EMEA Ltd.

200 Capability Green, Luton, Bedfordshire LU1 3LU, U.K.
Phone: +44-1582-433200

Fax: +44-1582-731303

* France
Anritsu S.A.

16/18 Avenue du Québec-SILIC 720
91961 COURTABOEUF CEDEX, France
Phone: +33-1-60-92-15-50

Fax: +33-1-64-46-10-65

* Germany

Anritsu GmbH

Nemetschek Haus, Konrad-Zuse-Platz 1
81829 Miinchen, Germany

Phone: +49 (0) 89 442308-0

Fax: +49 (0) 89 442308-55

« Italy

Anritsu S.p.A.

Via Elio Vittorini, 129, 00144 Roma, Italy
Phone: +39-06-509-9711

Fax: +39-06-502-2425

* Sweden

Anritsu AB

Borgafjordsgatan 13, 164 40 Kista, Sweden
Phone: +46-8-534-707-00

Fax: +46-8-534-707-30

¢ Finland

Anritsu AB

Teknobulevardi 3-5, FI-01530 Vantaa, Finland
Phone: +358-20-741-8100

Fax: +358-20-741-8111

* Denmark

Anritsu A/S

Kirkebjerg Allé 90 DK-2605 Brgndby, Denmark
Phone: +45-72112200

Fax: +45-72112210

¢ Spain

Anritsu EMEA Ltd.

Oficina de Representacion en Espana
Edificio Veganova

Avda de la Vega, n° 1 (edf 8, pl1, of 8)

28108 ALCOBENDAS - Madrid, Spain

Phone: +34-914905761

Fax: +34-914905762

* Russia

Anritsu EMEA Ltd.
Representation Office in Russia
Tverskaya str. 16/2, bld. 1, 7th floor.
Russia, 125009, Moscow

Phone: +7-495-363-1694

Fax: +7-495-935-8962

¢ United Arab Emirates

Anritsu EMEA Ltd.

Dubai Liaison Office

P O Box 500413 - Dubai Internet City

Al Thuraya Building, Tower 1, Suite 701, 7th Floor
Dubai, United Arab Emirates

Phone: +971-4-3670352

Fax: +971-4-3688460

« Singapore

Anritsu Pte. Ltd.

60 Alexandra Terrace, #02-08, The Comtech (Lobby A)
Singapore 118502

Phone: +65-6282-2400

Fax: +65-6282-2533

* India

Anritsu Pte. Ltd.

India Branch Office

3rd Floor, Shri Lakshminarayan Niwas,

#2726, 80 ft Road, HAL 3rd Stage, Bangalore - 560 075, India
Phone: +91-80-4058-1300

Fax: +91-80-4058-1301

¢ P. R. China (Hong Kong)

Anritsu Company Ltd.

Units 4 & 5, 28th Floor, Greenfield Tower, Concordia Plaza,
No. 1 Science Museum Road, Tsim Sha Tsui East,
Kowloon, Hong Kong, P.R. China

Phone: +852-2301-4980

Fax: +852-2301-3545

¢ P. R. China (Beijing)

Anritsu Company Ltd.

Beijing Representative Office

Room 1515, Beijing Fortune Building,

No. 5, Dong-San-Huan Bei Road,

Chao-Yang District, Beijing 100004, P.R. China
Phone: +86-10-6590-9230

Fax: +86-10-6590-9235

* Korea

Anritsu Corporation, Ltd.

8F Hyunjuk Bldg. 832-41, Yeoksam-Dong,
Kangnam-ku, Seoul, 135-080, Korea

Phone: +82-2-553-6603

Fax: +82-2-553-6604

* Australia

Anritsu Pty Ltd.

Unit 21/270 Ferntree Gully Road, Notting Hill
Victoria, 3168, Australia

Phone: +61-3-9558-8177

Fax: +61-3-9558-8255

* Taiwan

Anritsu Company Inc.

7F, No. 316, Sec. 1, Neihu Rd., Taipei 114, Taiwan
Phone: +886-2-8751-1816

Fax: +886-2-8751-1817
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